CITY OF MACEDONIA
PLANNING COMMISSION MEETING AGENDA
August 17, 2026, | 5:30 P.M.

Location: Macedonia City Hall, Council Chambers

Address: 9691 Valley View Road, Macedonia, Ohio 44056

1. Callto Order

2. Roll Call

Mr. Westbrooks
Mr. Wallenhorst
Mr. Roberts

Ms. Meske

Mr. Varhola

0 0 00O

3. Approval of Minutes
Approval of the July 20, 2026, Planning Commission meeting minutes. Mr. Westbrooks abstained.

4. New Business

1.

Portal Associates Inc., represented by Mr. Evans, requests preliminary approval for the proposed
Fairfield Inn by Marriott located at 240 E. Highland Road.

Osborne Capital, represented by Mr. Osborne, requests preliminary approval for a proposed
Citizens Bank building located at 8210 Macedonia Commons Boulevard, in front of Hobby Lobby.

5. Other Business

6. Adjournment

Continued Items

10/20/2025 — Proposed lot split at 8282 Lakeview Road.

12/15/2025 — Proposed stormwater project for Enbridge located at the Twinsburg station on
Shepard Road.

06/15/2026 — Proposed Conditional Zoning Certificate to operate an office/training use located
at 316 E. Highland Road.

06/15/2026 — Proposed outdoor storage request for Interstate Towing and Transport
Specialists Inc. located at 460 E. Highland Road.

07/20/2026 — Proposed preliminary second review for Fairfield Inn Hotel located at 240 E.
Highland Road.

07/20/2026 — Proposed fence for Valley Reserve Subdivision.

Next Regular Meeting: September 21, 2026

Planning Commission requests and supporting documentation must be submitted by August 28, 2026.

Tabled items will be removed after one (1) year of inactivity.



Macedonia Planning Commission Meeting Minutes

Date: July 20, 2026

Attendees

¢ Mr. Wallenhorst

¢ Mr. Varhola

e Mr. Roberts

¢ Ms. Meske

+ Mr. Westbrooks was absent

Opening Business

» Mr. Wallenhorst called to order the July 20, 2026, Planning Commission meeting.

* Roll call was taken. Mr. Wallenhorst, Mr. Varhola, Mr. Roberts and Ms. Meske were
present. Mr. Westbrooks was absent.

« The Commission reviewed and approved June 15 Public Hearing minutes. Ms.
Meske motioned to approve, Mr. Varhola seconded, Mr. Wallenhorst agreed. Mr.
Roberts abstained.

e The Commission reviewed and approved the June 15 Planning Commission meeting
minutes as submitted. Ms. Meske motioned to approve as submitted, Mr. Varhola
seconded, and Mr. Wallenhorst agreed. Mr. Roberts abstained.

1. Signage and Awnings: Miniso, Unit 30

The applicant presented updated drawings for tenant signage, awning covers, building
signage, and door vinyl. Staff noted prior comments regarding unit information, maximum
sign height, required clearance from the bottom fascia, sign area, color, side returns, trim
cap, and awning material. The updated information identified the space as Unit 30, with a
revised sign area of 50.625 square feet, a 36-inch sign height, and 15-inch clearance from
the bottom fascia. The Commission discussed the proposed red color, identified as “logo
red,” and agreed the color was acceptable. The applicant agreed that the side returns and
trim cap would be dark bronze as required. The Commission also expressed a preference
for metal awnings rather than canvas due to durability, fading, and maintenance concerns.

Decision: Mr. Wallenhorst motioned to approve the updated signage submittal shown to
the Commission, with the revised sign area, 36-inch height, 15-inch fascia clearance, dark
bronze side returns, metal awnings, and logo red awning color. Mr. Roberts seconded, Mr.
Varhola and Ms. Meske agreed, and the motion passed.



2. Vinyl Fence: Valley Reserve Along Valley View Road

Ryan Langford presented a proposal for a six-foot vinyl privacy fence along Valley View
Road at Valley Reserve. The applicant initially proposed a white vinyl fence approximately
527 feet long, later indicating willingness to revise the color to brown to better coordinate
with subdivision materials. The applicant stated the fence would provide privacy, security,
sound buffering, and a visual boundary between the roadway and homes. Staff and
Commission members discussed whether the proposed solid vinyl fence met the zoning
code definition of a privacy fence or constituted prohibited stockade-style fencing.
Additional discussion addressed whether the proposed location should be considered a
front yard, rear yard, or common open space and whether a variance would be required.
Commission members raised concerns about aesthetics, long-term maintenance,
snowplow impacts, visibility from Valley View Road, and whether landscaping and
mounding would be more appropriate. Members also referenced prior subdivision planning
discussions that contemplated mounding and landscaping rather than a continuous
privacy fence. The applicant was asked to consider alternatives such as enhanced
landscaping, mounding, open-style fencing, or a board-on-board design if pursued through
the appropriate process.

Decision: At the applicant’s request, Mr. Wallenhorst motioned to continue the item to a
later date to be determined by the applicant. Mr. Roberts seconded, Mr. Varhola and Ms.

Meske agreed.

3. Revised Preliminary Plan: Fairfield Inn Marriott

Representatives Matthew Webber of Webber Engineering Services and Jim Evans of Portal
Associates, Inc. presented the revised preliminary plan for the Fairfield Inn Marriott. The
revised building footprint was noted as approximately 11,185 square feet, reflecting
inclusion of a second-floor overhang. Staff reiterated that lot split timing remains important
and should be addressed as the project proceeds. The site is located in the Town Center
district and must comply with architectural standards. Commission and staff discussed
the proposed decorative fence and columns, including whether lights should be placed on
top of columns, and the Commission generally indicated that lights may not be necessary if
not consistent with neighboring conditions. Major concerns were raised regarding sight
distance and safety for proposed driveway access points, especially the western driveway
near the bridge and barrier wall. Commission members noted that the sight-distance
analysis may meet ODOT manual criteria on paper, but real-world visibility and driver
behavior raised safety concerns. The Fire Chief and Commission Chair were referenced as
having concerns about the access arrangement, and the applicant was encouraged to
explore alternative access options, including potential cross-access with the adjacent site



or revised driveway placement. Parking was discussed, including required spaces for 75
rooms and employee parking, and the applicant indicated the plan could be revised to
relocate spaces affected by setback concerns while maintaining the required count.
Engineering comments included stormwater management, wetland determination,
floodplain permitting, future development plans for the easterly parcel, water main
extension permitting, sanitary connection approval, assessment of the existing 24-inch
storm sewer, drainage impacts to the La Quinta property, curbing requirements, retaining
wall engineering, sidewalk continuity, light trespass, and possible ODOT-related review for
work near or under the bridge. Architectural revisions were also presented, including
increased brick, updated columns, revised elevations, James Hardie/cement board siding,
stone base details, gable elements, and white gutters. The Commission generally
responded positively to the architectural direction but requested further refinement,
including stronger brick treatment at the main entry and consideration of a more
substantial cornice treatment to unify the elevations.

Decision: Mr. Wallenhorst motioned to continue the proposal to a later date. Mr. Roberts
seconded, Mr. Varhola and Ms. Meske agreed.

Action ltems

» Miniso Signage applicant: Submit updated packet reflecting Unit 30, 50.625-
square-foot sign area, 36-inch height, 15-inch fascia clearance, dark bronze side
returns/trim cap, logo red metal awnings, and other approved revisions.

« Valley Reserve applicant: Consider alternatives to the proposed solid vinyl fence,
including enhanced landscaping, mounding, open-style fencing, or other code-
compliant options; provide additional information if returning to the Commission.

» Valley Reserve applicant: Confirm which Valley View-adjacent lots have been sold
and provide that information to the Building Commissioner.

» Fairfield Inn Marriott applicant/design team: Reevaluate driveway/access
locations and provide an approach that addresses real-world sight-distance and
safety concerns.

 Fairfield Inn Marriott applicant/design team: Explore cross-access or alternative
access arrangements with the adjacent parcel if needed.

« Fairfield Inn Marriott applicant/design team: Revise parking layout to maintain
required parking while addressing setback issues.

« Fairfield Inn Marriott applicant/design team: Provide wetland documentation,
floodplain permitting information, and required engineering follow-up for
stormwater, sanitary, drainage, retaining wall, curbing, sidewalk, lighting, and storm
sewer condition items.



 Fairfield Inn Marriott architect: Refine architectural elevations, including brick at
the main entrance and possible cornice treatment, and resubmit for review.

Adjournment

Mr. Wallenhorst motioned to adjourn at 8:05 pm, Mr. Roberts seconded, Mr. Varhola and
Ms. Meske agreed.
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July 24, 2026

Mr. Brian M. Franz, AICP
City of Macedonia

9691 Valley View Rd
Macedonia, OH 44056

Re: 07-24-2026 Revisions and Response subsequent to 7-20-2026 P&Z Meeting
Portal Project # 2513

Dear Mr. Franz:

This letter and the submitted revised drawings (07-24-2026) are in response to the previous plan
review documents as well as our last meeting.

Plan Review comments response, in order:

portal-inc.com

Analysis #1 response: The Lot Split can proceed once Macedonia Planning Commission
approves the proposed site development. As | mentioned during my 7-20-26 testimony, we
will have to demolish the building before we can do the lot split, as we cannot (legally per
the 2024 OBC) have a property line run through an existing building without a firewall being
present. Our client is in the process of evaluating the state level programs with the city
development director. As per those program guidelines the project agreement approval
must be in place by council before any physical activity on site. We request that your
approval simply be contingent on the eventual demolition of the Knights Inn and lot-split.

Analysis #2 response: Pursuant to our 7-20-2026 meeting we agreed to provide the fence
without the light fixtures to be more consistent with the Get Go fence structure and
appearance across the street.

Analysis #3 response: As you are aware, this item seems to be the major item of
contention. To satisfy Marriott by keeping all development on their own site/property, we
have decided to make the westerly entrance/curb cut an “In-Only” curb cut, not allowing for
an exit from the hotel site. To ensure that individuals do not still try to exit this curb cut area,
if the Planning Commission requires, we now indicate motorized gates that will include
electronic controls for fire department access as well as trash pick-up etc., otherwise, the
gates are always in closed position. We also propose sighage and a turn-around space in
the event a vehicle is driving down at that end trying to find parking and all spots are filled.
They will be able to turn around in the area designated/hatched and head back the other

3951 Convenience Circle, Suite 302
Canton, Ohio 44718

P 330.633.9225



way. This will make sure they do not have to back their car down the drive aisle. We have the
turn around situated in the parking setback area as we feel itis not “parking” and just a
paved area, similar to other paved areas within the setback area, and, this allows us to
maximize our parking count; we are currently at 81 parking spaces after removing the
spaces that encroached into the 20’ parking setback area. We feel this solution should be
acceptable to all parties and satisfy the safety concerns brought up at the last 7-20-26
meeting. We also feel the Easterly curb cut should be permitted based on the site line view
study and the fact it is our main entrance. We agree that any foliage blocking the view from
the Right-Of-Way should be removed.

Analysis #4 response: Please see the new architectural site plan with parking information
requirements listed, and fully satisfied by the proposed design.

Analysis #5 response: All parking spaces have been removed from the 20’ parking setback
requirement area.

Analysis #6 response: Revised sheet L-1 has addressed landscaping comments.

Analysis #7 Response: A revised photometrics plan has been submitted complying with fc
requirements. Note that no fc levels exceed 0.50 at P/L. The style of light pole, and in
particular LED heads/fixtures proposed is very similar to La Quinta next door, and the Get
Go across the street has the older “Shoe Box” appearance fixtures that are typically not
used anymore (old technology and appearance). Our light poles and fixture design are
appropriate for the project and are based on the latest technology aspects for site lighting
and additionally allow proper cut-off optics to control light levels near the property lines. It
was decided and agreed at the last meeting that the decorative fence will not have lighting
on top of the masonry piers so as not to distract from the building architecture and other
site lighting at night as well as be consistent with the Get Go across the street; therefore the
revised photometrics plan submitted does account for this additional lighting. Note that we
DO have LED downlights on the 2" floor building overhangs and their fc levels are
accounted for in the photometrics plan.

In addition, Architecturally, we have added the brick now to the main (middle) large
gable elements on both building elevations and a heavier cornice at the tops of the flat
parapet areas as requested at the last meeting. We agree that the flat roof with nice
cornice can remain at the main entry canopy/drop-off area.

Pursuant to CVE comments, please refer to our civil engineer’s documents.
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Finally, we appreciate the Planning Commission’s understanding that this project is a work-
in- progress, and that not all details can be worked out for planning approvals, but will be
during later phases as the project commences, ie, Design Development, and Construction
Documents phases.

We feel that these revised plans for site and building development meet the requirements
the Planning Commission is requesting to the best of our abilities to do so and respectfully
request your approvals. Material samples will be brought to the next meeting.

Sincerely,

PRS- —i

James D. Evans, RA
President
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Wiere Strong Relationships & Superior Service Guide Your Project
2555 Hartville Rd., Suite B
Rootstown, OH 44272
www.WeberEngineeringServices.com

330-329-2037
matt@webercivil.com
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DEVELOPERS, ENGINEERS, AND CONTRACTORS
ARE TO ABIDE BY THE MOST CURRENT VERSION
OF THE CLEVELAND WATER NOTES AND DETAILS.
THE MOST UP-TO-DATE VERSION CAN BE FOUND
AT WWW.CLEVELANDWATER.COM/CONSTRUCTION/

GENERAL:

1. ALL WATER WORK REQUIRED, WHETHER
SHOWN ON THE PLANS OR AS DIRECTED BY
CLEVELAND WATER, SHALL BE AT THE EXPENSE
OF THE PROJECT UNLESS OTHERWISE AGREED
TO BY THE COMMISIONER OF THE CLEVELAND
DIVISION OF WATER.

2. THE |INFORMATION SHOWN ON THE
CLEVELAND DIVISION OF WATER'S SUMMARY OF
WORK/CHARGE LETTER, STRIP MAPS, AS BUILT
DRAWINGS, AND GIS ARE TAKEN FROM EXISTING
AVAILABLE RECORDS, AND THEIR ACCURACY IS
NOT GUARANTEED.

3. CALL THE INSPECTION AND ENFORCEMENT
UNIT AT 216-664-2342 TO SCHEDULE A
PRECONSTRUCTION MEETING AT LEAST 1 WEEK
PRIOR TO STARTING CONSTRUCTION. THE
OPERATION OF ANY VALVE OR ALTERATION OF
ANY PART OF THE WATER SYSTEM BY
CONTRACTORS OR THEIR EMPLOYEES IS
PROHIBITED WITHOUT THE SUPERVISION OF THE
CLEVELAND DIVISION OF WATER INSPECTOR. SEE
ALSO NOTE 20 REGARDING ADDITIONAL
ADVANCE NOTIFICATION REQUIRED IN AREAS
SUSPECTED TO CONTAIN LEAD SERVICE
CONNECTION (ALL AREAS INSTALLED PRIOR TO
1954).

4. PRIOR TO REQUESTING CHLORINATION, THE
CONTRACTOR SHALL SUPPLY THE CLEVELAND
WATER INSPECTOR WITH REDLINE DRAWINGS

\/ Before You Dig

CLEVELAND WATER NOTES FOR WATER MAIN INSTALLATION AND/OR REPLACEMENT

SHOWING CHANGES MADE FROM THE
APPROVED DESIGN DRAWINGS AND ACTUAL
MEASUREMENTS. CHLORINATION SHALL NOT
OCCUR BEFORE THESE DRAWINGS ARE
SUBMITTED.

5. FOR THE PURPOSES OF CHLORINATION AND
BACTERIOLOGICAL TESTING OF THE WATER
MAINS THE CONTRACTOR SHALL PROVIDE AND
INSTALL, AT EACH OF THE CHLORINATION PIT
LOCATIONS SHOWN AND AT OTHER LOCATIONS
DETERMINED BY CLEVELAND WATER. FLUSHING
/ SAMPLING TAP SIZES ARE TO BE DETERMINED
CLEVLEAND WATER. CHLORINATION PITS SHALL
BE SIX (6) FOOT SQUARE AND ARE TO MEET
OSHA STANDARDS. NO CUSTOMER TAPS SHALL
BE INSTALLED PRIOR TO CHLORINATION.

6. A TWO YEAR WARRANTY, COMMENCING
FROM THE DATE OF ACCEPTANCE OF THE FINAL
CHLORINATION OF THE WATER MAIN
INSTALLATION SHALL BE PROVIDED BY THE
BUILDER/DEVELOPER AND/OR CONTRACTOR
FOR ALL WATER MAINS AND SERVICE
CONNECTION WORK PERFORMED BY THE
CONTRACTOR, INCLUDING TAPS IF PERFORMED.
SHOULD ANY LEAKS OCCUR AND REPAIRS BE
REQUIRED DUE TO DEFECTIVE MATERIAL OR
POOR WORKMANSHIP. A LETTER INDICATING
THE COMMENCEMENT DATE AND END DATE OF
THE WARRANTY SHALL BE INCLUDE WITH THE
AS-BUILT SUBMISSION IN NOTE 12.

7. USE BACKFILL MATERIAL AS SPECIFIED AND
COMPACT SUFFICIENTLY IN THOSE AREAS
WHERE EXISTING MAINS AND WATER SERVICE
CONNECTIONS ARE EXPOSED. (SEE CLEVELAND
WATER STANDARD DETAIL STD-001)

8. ALL MATERIALS, INCLUDING BUT NOT
LIMITED TO WATER MAINS, FIRE HYDRANTS,
VALVES, CONNECTION MATERIALS AND OTHER
WATER APPURTENANCES, SHALL BE NEW AND
UNUSED AND SHALL CONFORM TO THE MOST
CURRENT CLEVELAND WATER SPECIFICATIONS.
ALL MATERIAL SHALL BE [INSTALLED IN
ACCORDANCE WITH CLEVELAND WATER'S
STANDARDS.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
ANY DAMAGE TO EXISTING WATER MAINS AND
APPURTENANCES THEREOF WHEN
CONSTRUCTING OR CONNECTING THE NEW
WATER MAIN. THIS SHALL INCLUDE LEADED
JOINTS IN EXISTING FITTINGS WHICH MAY
REQUIRE REPLACEMENT FITTINGS AT THE
DISCRESION OF THE |INSPECTOR |IF IT IS
DETERMINED THEY WERE DISTURBED.  ALL
REPAIRS TO DAMAGED EXISTING FACILITIES
SHALL BE MADE BY THE CONTRACTOR, AT THE
PROJECT” EXPENSE, TO THE SATISFACTION OF
CLEVELAND WATER.

10. ALL HYDROSTATIC PRESSURE TESTING SHALL
BE DONE BY THE CONTRACTOR IN THE PRESENCE
OF THE CLEVELAND WATER INSPECTOR. THE
HYDROSTATIC TEST PRESSURE SHALL BE 75 PSI
ABOVE THE STATIC PRESSURE PREVAILING AT
THE SITE, BUT IN NO CASE LESS THAN 150 PSI.
THE PRESSURE TEST SHALL BE FOR A DURATION
OF TWO (2) HOURS WITH THE PRESSURE BEING
MAINTAINED WITHIN 5 PSI OF THE REQUIRED
TEST PRESSURE. SHOULD THE PRESSURE TEST
FAIL THE CONTRACTOR SHALL FIND AND
CORRECT THE DEFICIENCY(IES) TO THE
SATISFACTION OF CLEVELAND WATER AND
REPEAT THE TWO (2) HOUR PRESSURE TEST.

11. ALL BURIED WATER MAINS, FITTINGS,
VALVES, FIRE HYDRANT BRANCH PIPING AND
APPURTENANCES SHALL BE ENCASED WITH V-
BIO® ENHANCED POLYETHYLENE ENCASEMENT
INSTALLED IN ACCORDANCE WITH THE MOST
CURRENT REVISION OF ANSI/AWWA C-
105/A21.5 MODIFIED METHOD “A”.

12. THE PROJECT'S PROFESSIONAL ENGINEER OR
A DESIGNATED PROFESSIONAL SURVEYOR SHALL
OBTAIN ACTUAL FIELD MEASUREMENTS OF THE
MAIN DURING INSTALLATION AND SHALL
FURNISH THE CLEVELAND WATER INSPECTOR
WITH AS-BUILT DRAWINGS MEETING CLEVELAND
WATER STANDARDS WITHIN 30 DAYS OF THE
WATER MAIN GOING INTO SERVICE AND ALL
TAPS/RETAPS BEING MADE. ONE HARD COPY
AND ONE PDF COPY SHALL BE PROVIDED.
DRAWINGS SHALL BE SIGNED, DATED, AND
STAMPED WITH THE ENGINEER OR SURVEYOR'S
SEAL. REDLINE DRAWINGS ARE NOT SUFFICIENT.
CLEVELAND WATER RESERVES THE RIGHT TO
WITHHOLD PAYMENT AND/OR APPROVAL OF
FUTURE WORK IF AS-BUILTS ARE NOT
SUBMITTED.

WATER MAINS:

13. ALL PIPE, UNLESS OTHERWISE APPROVED BY
CLEVELAND WATER, SHALL BE DUCTILE IRON,
MINIMUM CLASS 52, CEMENT LINED HAVING
PUSH-ON JOINTS WITH RADIALLY COMPRESSED
RUBBER RING GASKET AND INSTALLED AS PER
THE MOST CURRENT REVISION OF AWWA C600.

14. ALL FITTINGS, UNLESS OTHERWISE CALLED
FOR, SHALL BE APPROVED DUCTILE IRON, CLASS
350, CEMENT LINED OR FUSION BONDED EPOXY
COATED. ALL FITTINGS AND PIPE CONNECTED TO

DATE 01/01/2019 BY:FSR STD-011 (PAGE 1 OF 3)

GENERAL NOTES

1.

10.

11.

THE CONSTRUCTION OF THIS PROJECT SHALL BE GOVERNED BY THE STATE OF OHIO DEPARTMENT
OF TRANSPORTATION (O.D.O.T.) CONSTRUCTION AND MATERIAL SPECIFICATIONS, CURRENT
EDITION, THE O.D.O.T. STANDARD CONSTRUCTION DRAWINGS, AND THE CITY OF MACEDONIA
SPECIFICATIONS AND STANDARD CONSTRUCTION DRAWINGS.

ALL DISTURBED GREEN AREAS SHALL BE TOP DRESSED AND RE-SEEDED.
CALL OHIO UTILITIES PROTECTION SERVICE BEFORE DIGGING (800-362-2764).

ALL STORM SEWERS SHALL BE HIGH DENSITY POLYETHYLENE PIPE (HDPE), SMOOTH LINED, PER
O0.D.O.T. ITEM 707.33.

ELECTRICAL CONDUIT SHALL BE AS REQUIRED BY THE UTILITY OWNER.

THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS IN THE ENGINEERING
AND BUILDING DEPARTMENTS.

THE CONTRACTOR IS RESPONSIBLE FOR ANY ADDITIONAL SILTATION CONTROL MEASURES
NECESSARY TO PREVENT SILT FROM LEAVING THE SITE.

THE CONTRACTOR IS RESPONSIBLE FOR REMOVAL OF DEMOLITION MATERIAL AND DEBRIS.

THE CONTRACTOR IS RESPONSIBLE FOR RETURNING ALL DISTURBED AREAS TO THEIR ORIGINAL
CONDITION, OR BETTER.

TEMPORARY SOIL EROSION AND SEDIMENT CONTROL WILL BE REQUIRED IN ACCORDANCE WITH
THE CITY OF MACEDONIA ENGINEER'S OFFICE.

A PRE CONSTRUCTION MEETING MUST BE HELD AT THE CITY OF MACEDONIA ENGINEER'S OFFICE
PRIOR TO STARTING ANY CONSTRUCTION ACTIVITY. IN ADDITION, THE CONTRACTOR SHALL
PROVIDE 48 HOURS NOTICE TO THE CITY OF MACEDONIA BEGINNING WORK TO ARRANGE FOR
INSPECTION.

A 18 INCH. MINIMUM VERTICAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF
ALL WATER MAIN PIPE TO THE OUTSIDE EDGE OF ALL STORM SEWER PIPE.

A 10 FOOT MINIMUM HORIZONTAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF
ALL WATER MAIN PIPE TO THE OUTSIDE EDGE OF ALL STORM SEWER PIPE.

AN 18 INCH MINIMUM VERTICAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF
ALL WATER MAIN PIPE TO THE OUTSIDE EDGE OF ALL SANITARY SEWER.

SANITARY SEWERS

1.

10.

11.

12.

13.

14.

15.

16.

18.

19.

20.

21.

22.

23.

24.

25.

26.

ALL SANITARY SEWERS AND APPURTENANCES SHALL BE CONSTRUCTED IN STRICT ACCORDANCE
WITH CURRENT STANDARDS AND SPECIFICATIONS (OEPA 3MA00001*AM) OF THE SUMMIT COUNTY
DEPARTMENT OF SANITARY SEWER SERVICES (D.S.S.S.).

ROOF DRAINS, FOUNDATION DRAINS AND OTHER CLEAN WATER CONNECTIONS TO THE SANITARY
SEWER ARE PROHIBITED. ORD. 85-656 APPROVED 10/08/85.

APPROVAL BY THE D.S.S.S. OFFICE CONSTITUTES NEITHER EXPRESS NOR IMPLIED WARRANTIES AS TO
THE FITNESS, ACCURACY, OR SUFFICIENCY OF PLANS, DESIGNS OR SPECIFICATIONS.

THE DESIGN ENGINEER CERTIFIES THAT ALL UTILITIES IN EXISTING AND PROPOSED ROADS AND
EASEMENTS ARE SHOWN.

ALL SANITARY SEWERS SHALL PASS THE AIR ACCEPTANCE TEST PRIOR TO ACCEPTANCE BY D.S.S.S.

ALL SANITARY SEWERS SHALL BE VIDEO TAPED BY THE OWNER AND FOUND TO BE FREE OF DEFECTS
AND FOREIGN MATTER AND IN PROPER ALIGNMENT PRIOR TO FORMAL ACCEPTANCE BY THE D.S.S.S.

ALL MANHOLES SHALL BE SUPPLIED WITH SOLID COVERS.

ALL SANITARY SEWER LATERALS SHALL BE LAID AT NO LESS THAN 1% GRADE.

ALL SANITARY SEWER LATERALS SHALL BE EXTENDED TO NOT LESS THAN 15 FEET INTO PROPERTY.
THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ALL DAMAGE TO THE EXISTING SEWERAGE
SYSTEM RESULTING FROM NON-CONFORMANCE WITH SUMMIT COUNTY STANDARDS OR GENERAL
NEGLIGENCE.

ADJUSTMENT OF MANHOLES IS PERMITTED WITH PRECAST GRADE RINGS OR INFRA-RISERS.

WHERE INLET AND OUTLET PIPES CONNECT TO MANHOLES A FLEXIBLE WATERTIGHT JOINT AS
APPROVED BY THE D.S.S.S. IS REQUIRED.

SANITARY SEWER MATERIALS SHALL CONSIST OF PVC SDR-35 MEETING ASTM D-3034 WITH JOINTS
CONFORMING TO ASTM D-3212 AND CONFORM TO D.S.S.S. STANDARDS, UNLESS OTHERWISE NOTED.
REFER TO STANDARDS FOR APPROVED MATERIAL AND ASTM SECTIONS.

THE OWNER (CONTRACTOR) MUST ALERT THE UTILITIES PROTECTION SERVICES AT 1-800-362-2764 AT
LEAST 48 HOURS BEFORE ANY EXCAVATING HAS BEGUN.

ALL ROUGH GRADING (WITHIN 6" OF FINISHED GRADE) SHALL BE COMPLETED WITHIN THE
RIGHT-OF-WAY PRIOR TO SANITARY SEWER AND CONSTRUCTION.

NO SEWER CONSTRUCTION WILL BE PERMITTED UNTIL SUCH TIME THAT THE PLANS ARE APPROVED
BY D.S.S.S. AND O.E.P.A., INCLUDING, PAYMENT OF REVIEW AND "PERMIT TO INSTALL" FEES AS
REQUIRED BY O.E.P.A.

ALL SANITARY SEWERS CONTAINED HEREIN ARE TO BE PUBLICLY OWNED AND MAINTAINED.

ALL SEWER RUN DISTANCE GIVEN ARE FROM CENTERLINE TO CENTERLINE OF MANHOLES. ALL PIPE
INVERT ELEVATIONS GIVEN AT MANHOLES ARE AT CENTERLINE OF MANHOLE. SEWER GRADES ARE
ESTABLISHED FROM CENTERLINE OF MANHOLE AND CARRIED THROUGH MANHOLE INVERT TO
ASSURE FLOW THROUGH MANHOLE.

ALL UNDERGROUND LINES ENCOUNTERED BY CONSTRUCTION OF SANITARY SYSTEM ARE TO BE
COMPLETELY RESTORED AT THE EXPENSE OF THE CONTRACTOR.

COST OF WYES AND STUBS TO BE INCLUDED IN PRICE BID PER LINEAR FOOT OF SANITARY SEWER.
COST OF ANY SHEETING OR DEWATERING NECESSARY FOR INSTALLATION OF SANITARY SEWER AND
SHALL BE INCLUDED IN PRICE BID PER LINEAR FOOT OF RESPECTIVE ITEMS. ALSO ANY FOUNDATION
SLAG REQUIRED.

ALL NECESSARY PIPE BEDDING, TRENCH BACKFILL, DRIVE AND CULVERT REPLACEMENTS SHALL BE
INCLUDED IN THE PRICE BID PER LINEAR FEET OF SANITARY SEWER AND SANITARY FORCEMAIN.

AN EXTERNAL CHIMNEY SEAL SHALL BE INSTALLED ON ALL NEW MANHOLES.
AN INFLOW PREVENTER SHALL BE INSTALLED IN EACH MANHOLE.
SANITARY SEWER MATERIALS SHALL CONFORM TO D.S.S.S. AND O.E.P.A. STANDARDS.

MANHOLE COVER INSERTS SHALL BE PROVIDED FOR ALL MANHOLES.

Wiere Strong Relationships & Superior Service Guide Your Project

2555 Hartville Rd., Suite B
Rootstown, OH 44272
www.WeberEngineeringServices.com
330-329-2037

matt@webercivil.com
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Reg. No.: 61709

CLIENT:

3951 CONVENIENCE
CIRCLE NW
SUITE 302
CANTON, OHIO 44718

OWNER:

. A. HOTELS, LLC

240 HIGHLAND ROAD
MACEDONIA, OHIO
44056

Issue Date

07-08-2025
03-13-2026
03-27-2026
04-22-2026
06-26-2026
07-23-2026

240 HIGHLAND ROAD MACEDONIA, OHIO

FAIRFIELD INN BY MARRIOTT
SITE IMPROVEMENTS

GENERAL
NOTES

C100A

Project No. 2025-139
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